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Magnetic Sweepers
standard forktruck magnetic sweeper
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e-mail: sales@e-magnetsuk.com

Our Standard Forklift Magnetic Sweeper is simple in 
design, easy to operate, robust and extremely effective 
at sweeping large areas.

Designed to be easily mounted onto universal forklift 
trucks, the forklift sweeper is fitted directly onto the 
forks using two 180mm wide pockets.

The magnet is constructed using a heavy duty mild steel 
back bar enclosed in a stainless steel case giving excel-
lent durability. The fork mounted sweepers are available 
in a range of widths starting from 600mm wide, up to 
2100mm wide however our most popular size is the 
1200mm wide sweeper.

Part number

MMSW-60

Dimensions

600 x 125 x 65mm

Mounting

Forklift Mounting Only

Sweeping height

75mm

MMSW-90 900 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-120 1200 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-150 1500 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-180 1800 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-210 2100 x 125 x 65mm Forklift Mounting Only 75mm

The Flexible Neodymium Magnet is currently the 
strongest flexible magnet in the world. These flexible 
magnetic tapes come with a high-strength 3M self-
adhesive backing. The tapes are designed to be 
adhered to one surface with the self-adhesive backing 
leaving the magnetic face exposed to attract magnetic, 
metal-based materials. As the tapes have a striped 
North- South magnetic field (every 3 millimetres) it 
means that double the pull strength can be achieved 
by using tape-to-tape attraction. All our Neodymium 
magnetic tapes have a pull force of 400g per cm² 
when attracting a steel surface and can operate at 
temperatures up to 100°C.

A tip for putting tape on tape successfully (to avoid 
repulsion problems): - Peel away the first tape adhesive 
protector and place and press in required location 
to adhere. Put the second tape on top so it is aligned 
magnetically. Peel away the adhesive protector of the 
second tape and press the item you want to be held 
by the tapes onto the second tape to adhere. This 
guarantees perfect magnetic alignment every time 
when removing and replacing the items being held 
magnetically. If not done this way, there is a chance that 
the poles on each tape may be aligned in a repulsive 
state.

Flexible magnetic tape and flexible magnetic sheet 
are easily cut to size with normal scissors, craft knife, 
Stanley knife or a guillotine. They are also flexible, 
allowing them to follow gentle contours and curves.

Part No. Dimensions Pull Force

EP663 12.7mmW x 0.85mmA - Adhesive Backed 400g per cm sq

EP664 19.0mmW x 0.85mmA - Adhesive Backed 400g per cm sq

EP665 25.4mmW x 0.85mmA - Adhesive Backed 400g per cm sq

Available in quantities of 1, 5, 10 and 20 Meters.

NEODYMIUM MAGNETIC RUBBER TAPE

Magnetic Properties

Residual Induction (Br)
kGs 5.5-6.5

T 0.55-0.65

Coercivity (Hcj)
kOe 4.5-5.5

kA/m 350-440

Energy Product ((BH) max)
MGOe 4.5-5.5

kJ/m³ 36-44

Temperature Coefficient of Br %/ �C -0.17

Flux Irreversible Loss % <6

Max Operating Temperature �C 100

Reliability

(100�Cx72h) 
Heat-Resistant

**

(-40�Cx72h)
Cold-Resistant

***

(60�Cx90%RHx72h)
Wet-Resistant

**

(23�Cx72h)
Motor Oil Resistant

**

((-40�C-85�C)x1hx24/Cycle)
Cold-Heat Impact Resistant

**

(35�Cx5%NaClx24h)
Salt Spray Testing

**

***= Excellent    **= Good    *=Acceptable    X=Bad

Flexible Rubber Magnets

Physical Properties

Tensile Strength Mpa >2

Elongation % 20-80

Hardness Shore D 20-80

Density g/cm³ 4.7-5.5

Weight reduction by heat % <1

The range of machines are designed 
to meet the ever-increasing demand 
for high powered self-cleaning electro 
magnets, that are both lightweight and 
compact, a requirement which has been 
predominantly driven by the mobile 
crusher market.

The Electro-max is based on a similar 
frame design as the permanent magnet 
range, utilising only two pulleys, instead 
of 4. The new units are also air cooled, 
eliminating the need for any oil or 
conservator tanks.

from the Electromagnet enables the 
recovery of smaller iron contaminants, 
which may have otherwise been missed 
by a permanent magnet. The additional 
strength also improves the magnets 
capability of lifting heavier tramp metals

   Electro Magnet can be 

    Higher magnetic gradient 
than permanent.

   Air cooled coil rather than oil 
cooled  
so no issue with oil.

   
more space than equivalent 
permanent magnet and 
eliminating the need to have 
four pulleys.

   Lightweight so can be 
used for mobile machinery 
installations

   Range of models covering 
four conveyor belt widths. 

Electro-Max

 
 
We are proud to announce their latest innovation in separation technology with the launch of the ‘Electro-max’  
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