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Magnetic Sweepers
standard forktruck magnetic sweeper

Northbridge Road

Berkhamsted, Herts

HP4 1EH, UK

www.e-magnetsuk.com

Tel: +44(0)1442 875081

e-mail: sales@e-magnetsuk.com

Our Standard Forklift Magnetic Sweeper is simple in 
design, easy to operate, robust and extremely effective 
at sweeping large areas.

Designed to be easily mounted onto universal forklift 
trucks, the forklift sweeper is fitted directly onto the 
forks using two 180mm wide pockets.

The magnet is constructed using a heavy duty mild steel 
back bar enclosed in a stainless steel case giving excel-
lent durability. The fork mounted sweepers are available 
in a range of widths starting from 600mm wide, up to 
2100mm wide however our most popular size is the 
1200mm wide sweeper.

Part number

MMSW-60

Dimensions

600 x 125 x 65mm

Mounting

Forklift Mounting Only

Sweeping height

75mm

MMSW-90 900 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-120 1200 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-150 1500 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-180 1800 x 125 x 65mm Forklift Mounting Only 75mm

MMSW-210 2100 x 125 x 65mm Forklift Mounting Only 75mm

Amorphous 

C-Cores
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CACC-4 9 0.5 10 32.8 15 0.5 28 1.5 50.8 1.5 11.2 1.20 3.3 3.9 97

CACC-4B 9 0.5 11 33 15 0.5 29 1.5 51 1.5 11.5 1.20 3.6 4.4 99

CACC-6.3 10 0.5 11 33 20 0.5 31 1 53 2 11.8 1.78 3.6 6.5 150

CACC-8 11 0.8 13 30 20 0.5 35 1 52 2 11.9 1.96 3.9 7.6 167

CACC-9 11 0.8 13 37 20 0.5 35 1 59 2 13.1 1.96 4.8 9.4 184

CACC-10 11 0.8 13 40 20 0.5 35 1 62 2 13.7 1.96 5.2 10.2 193

CACC-11 11 0.8 14.5 38 20 0.5 36.5 1 60 2 13.6 1.96 5.5 10.8 191

CACC-12 8 0.5 14 31 40 1 30 1 47 1.5 11.2 2.85 4.3 12.4 228

CACC-16A 11 0.8 13 40 25 0.5 35 1 62 2 13.7 2.45 5.2 12.7 241

CACC-16B 11 0.8 13 50 25 0.5 35 1 72 2 15.7 2.45 6.5 15.9 276

CACC-20 11 0.8 13 50 30 0.5 35 1 72 2 15.7 2.94 6.5 19.1 331

CACC-20B 11 0.8 13.6 50 30 0.5 35.6 1 72 2 15.8 2.94 6.8 20.0 334

CACC-20C 11 0.8 13.3 50 30 0.5 35.3 1 72 2 15.8 2.94 6.7 20.0 333

CACC-20D 11.7 0.8 14 50 30 0.5 37.4 1 73.4 2 16.1 3.17 7.0 22.2 368

CACC-20E 11 0.8 14 50 30 0.5 36 1 72 2 15.8 2.94 7.0 20.2 336

CACC-21 11 0.8 17 32 40 1 39 1 54 2 12.9 3.92 5.4 21.3 363

CACC-21B 10 0.5 17 32 40 1 39 1 52 2 12.6 3.5 5.4 19 322

CACC-25 13 0.8 15 56 25 0.5 41 1 82 2 17.9 2.89 8.4 24.3 372

CACC-25B 13.5 0.8 16 56 25 0.5 43 1 83 2 18.3 3 9 27 394

CACC-26 16 1 40 45 20 0.5 72 1 77 2 21.7 2.85 18 51.3 443

CACC-26B 16 1 20 50 20 0.5 52 1 82 2 18.7 2.85 10 28.5 382

CACC-30 8 0.5 20 54 40 1 36 1 70 2 17 2.85 10.8 30.8 347
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CACC-31 10 0.5 15.4 53.6 30 0.5 35.4 1 73.6 2 16.6 2.67 8.3 22 318

CACC-32 13 0.8 15 56 30 0.5 41 1 82 2 17.9 3.47 8.4 29.2 447

CACC-32B 13 0.8 15.2 56 30 0.5 41.2 1 82 2 18 3.47 8.5 29.5 448

CACC-32C 13 0.8 15.6 56 30 0.5 41.6 1 82 2 18.1 3.47 8.7 30.3 450

CACC-32D 13 0.8 15.3 56 30 0.5 41.3 1 82 2 18 3.47 8.6 30 449

CACC-32E 13.5 0.8 16 56 30 0.5 43 1 83 2 18.3 3.64 8.96 32.6 478

CACC-33 10 0.5 20 56 40 1 40 1 78 2 18 3.56 11.6 41.3 460

CACC-34 15 0.8 30 60 25 0.5 60 1 90 2 22.4 3.34 18 60.1 536

CACC-35 13 0.8 15 61 30 0.5 41 1 87 2 18.9 3.47 9.2 31.8 472

CACC-39 16 1 20 43 30 0.5 52 1 75 2 17.3 4.27 8.6 37 530

CACC-40 13 0.8 15 56 35 0.5 41 1 82 2 17.9 4.05 8.4 34 521

CACC-40C 13 0.8 16 56 35 0.5 42 1 82 2 18.1 3.98 9 35.6 527

CACC-40D 14 0.8 16 56 35 0.5 44 1 84 2 18.5 4.35 9 39 578

CACC-50 16 1 20 70 25 0.5 52 1 102 3 22.7 3.56 14 49.8 580

CACC-60 14.4 0.8 31.2 52 30 0.5 60 1 80.8 2 20.8 3.84 16.2 62.4 574

CACC-60B 16 1 20 60 35 1 52 1 92 2 20.7 4.98 12 59.8 740

CACC-63 16 1 20 70 30 0.5 52 1 102 3 22.7 4.27 14 59.8 695

CACC-64 16 1 20 43 45 1 52 1 75 2 17.3 6.41 8.6 55.1 795

CACC-64B 14 0.8 20 48 45 1 48 1 76 2 17.7 5.61 9.6 53.8 710

CACC-65 16 1 20 58 45 1 52 1 90 2 20.3 6.41 11.6 74.3 933

CACC-70 20 1 40 60 30 0.5 80 1 100 3 25.9 5.34 24 128.2 994

CACC-70B 10.5 0.5 15 125 40 1 36 1 146 3 30.9 3.7 18.8 70 838

CACC-71 14.4 0.5 31.2 62 30 0.5 60 1 90.8 2 22.8 3.84 19.3 74.4 630

CACC-74 20 1 26 63 30 0.5 66 1 103 3 23.7 5.34 16.4 87.5 910

CACC-80 16 1 20 70 40 1 52 1 102 3 22.7 5.7 14 79.7 927

CACC-84 12 0.8 30 60 20 0.5 54 1 84 2 21.4 2.14 18 38.4 328

CACC-95 15 0.8 60 64 15 0.5 90 1 94 2 29.2 2 38.4 76.9 419

CACC-100 16 1 20 70 45 1 52 1 102 3 22.7 6.41 14 89.7 1043

CACC-110 16 1 25 75 45 1 57 1 107 3 24.7 6.41 18.8 120.2 1135

CACC-117 20 1 35 77 20 0.5 75 1 117 3 28.3 3.56 27 95.9 724

CACC-117B 15.5 1 20 74 55 1 51 1 105 3 23.3 7.59 14.8 112 1282

CACC-118 20 1 32 80 20 0.5 72 1 120 3 28.3 3.56 25.6 91.1 724

CACC-119 16 1 20 70 60 1 52 1 102 3 22.7 8.5 14 119 1391

CACC-120 14.4 0.8 41.2 70 30 0.5 70 1 98.8 2 26.4 3.84 28.8 110.9 729

CACC-125 19 1 25 83 35 0.5 63 1 121 3 27.2 5.92 20.8 122.8 1157

CACC-128 22 1 35 84 25 0.5 79 1 128 4 30.4 4.9 29.4 143.9 1067

CACC-130 19.4 1 41.2 80 30 0.5 80 1 118.8 3 30 5.18 33 170.7 1115

CACC-135 20 1 40 92 30 0.5 80 1 132 4 32.3 5.34 36.8 196.5 1240

CACC-136 30 1 15 114 30 0.5 75 1 174 4 34.9 7.95 17.1 136 1995
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CACC-137 10.5 0.5 35 105 40 1 56 1 126 3 31 3.74 36.8 137 831

CACC-140 26 1 45 88 30 0.5 97 1 140 4 34.4 6.86 39.6 271.8 1696

CACC-140A 26 1 45 88 40 1 97 1 140 4 34.4 8.94 39.6 354.2 2210

CACC-157 20 1 20 80 55 1 60 1 120 3 25.9 9.79 16 157 1864

CACC-160 19 1 25 83 40 1 63 1 121 3 27.2 6.76 20.8 140.4 1322

CACC-168S 20.4 1 30 154.2 20 0.5 70.8 1 195 4 42.9 3.63 46.3 168 1118

CACC-170* 16.5 1 40 72 40 1 73 1 105 3 27.2 5.87 28.8 169 1148

CACC-180 25 1 35 65 30 0.5 85 1 115 3 27.5 6.68 22.8 151.9 1318

CACC-180B 22 1 35 105 25 0.5 79 1 149 4 34.6 4.9 36.8 180 1215

CACC-181 25.4 1 50 63 25 0.5 108 1 114 3 30.5 5.6 32.2 181 1237

CACC-191 30 1 40 60 30 0.5 100 1 120 3 29.1 7.95 24 191 1665

CACC-193 40 1 50 113 40 1 130 2 193 4 44.7 13.92 56.5 786.5 4462

CACC-200 19 1 25 83 50 1 63 1 121 3 27.2 8.46 20.8 175.4 1652

CACC-200B 14 0.8 35 93 68.3 1 63 1 121 3 29.7 8.51 32.6 277 1811

CACC-210 40 1 50 130 50 1 130 1 210 4 48.1 17.4 65 1131 6002

CACC-213 29 1 30 95 30 0.5 88 1 153 4 33.8 7.74 28.5 221 1856

CACC-245 16.5 1 38 74 60 1 71 1 107 3 27.2 8.81 28.1 247.8 1723

CACC-250 19 1 25 90 60 1 63 1 128 3 28.6 10.15 22.5 228.3 2085

CACC-270 20 1 30 70 60 1 70 1 110 3 25.9 10.68 21 224.3 1988

CACC-275 25 1 35 78 50 1 85 1 128 3 30.1 11.13 27.3 303.7 2404

CACC-310 25 1 82 90 25 0.5 132 2 140 4 41.7 5.56 73.8 410.5 1667

CACC-315 25 1 78 100 25 0.5 128 2 150 4 43.1 5.56 78 433.9 1721

CACC-320 22 1 35 85 50 1 79 1 129 4 30.6 9.79 29.8 291.3 2148

CACC-320B 22 1 35 105 50 1 79 1 149 4 34.6 9.79 36.8 359.8 2429

CACC-340 26 1 80 104 30 0.5 132 2 156 4 44.5 6.86 83.2 571.1 2190

CACC-367S 25.8 1 67 97.8 25 0.5 118.6 1.5 149.4 4 40.6 5.68 65.5 371.9 1652

CACC-380 30 1 86 95 30 0.5 146 2 155 4 45.1 7.92 81.7 647.1 2565

CACC-385 19.8 1 35 89.5 70 1 74.6 1 129.1 3 30.8 12.34 31.3 386.4 2725

CACC-400 22 1 35 85 65 1 79 1 129 3 30.4 12.73 29.8 378.6 2777

CACC-410 32 1 50 113 40 1 114 1 177 4 42.1 11.26 56.5 636.4 3407

CACC-415 22 1 46 72 80 1.5 90 1 116 3 30 15.66 33.1 518.8 3373

CACC-435 28 1 70 126 20 0.5 126 2 182 4 47.7 4.93 88.2 434.6 1686

CACC-455 17 1 40 84 90 1.5 74 1 118 3 29.8 13.62 33.6 457.5 2912

CACC-500 25 1 40 85 55 1 90 1 135 3 32.3 12.24 34 416.1 2841

CACC-509B 23.7 1 25 78 40 1 72.4 1 125.4 3 27.7 8.44 19.5 164.5 1678

CACC-520 17 1 40 84 90 1.5 74 1 118 3 29.8 13.62 33.6 457.5 2912

CACC-570A 25 1 40 100 45 1 90 1 150 3 35.5 9.9 40 396 2523

CACC-570B 25 1 40 100 50 1 90 1 150 3 35.5 11 40 440 2804

CACC-587 50 1 20 110 60 1 120 2 210 4 41.2 26.5 22 587 7895

CACC-630 25 1 40 85 70 1 90 1 135 4 32.3 15.58 34 529.6 3615
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CACC-640 32 1 74 118 40 1 138 2 182 4 47.9 11.26 87.3 983.6 3876

CACC-650 40 1 40 115 40 1 120 2 195 4 43.1 13.92 46 640.3 4302

CACC-660 40 1 80 80 40 1 160 2 160 4 44.1 13.92 64 890.9 4402

CACC-664 33 1 40 208 85 1.5 106 1.5 274 5 59.5 24.68 83.2 2054 10535

CACC-800A 25 1 40 85 85 1.5 90 1 135 4 32.3 18.91 34 643 4390

CACC-800B 30 1 40 95 85 1.5 100 1 155 4 35.9 22.44 38 852.7 5784

CACC-802 32 1 60 118 40 1 124 1.5 182 4 45.3 11.2 70.8 802 3704

CACC-836 25 1 50 126 60 1 100 1 176 4 42.5 13.3 63 836 4054

CACC-887 30 1 80 140 30 0.5 140 2 200 4 52.9 7.92 112 887 3008

CACC-905 32 1 54 118 50 1 118 1 182 4 44.1 14.08 63.7 897.2 4458

CACC-920 21.5 1 60 90 90 1.5 103 1 133 3 36.1 17.22 54 929.9 4470

CACC-1000 33 1 40 105 85 1.5 106 1.5 171 5 38.9 24.68 42 1037 6884

CACC-1050 40 1 50 100 70 1 130 2 180 5 42.1 24.36 50 1218 7353

CACC-1200 40 1 79 130 70 1 159 2 210 4 53.9 24.36 102.7 2502 9417

CACC-1218 50 1 50 160 35 0.5 150 2 260 5 57.2 15.3 80 1218 6377

CACC-1300 40 1 86 150 70 1 166 2 230 4 59.3 24.36 129 3142 10362

CACC-1400 40 1 64 120 80 1.5 144 2 200 4 48.9 27.84 76.8 2138 9763

CACC-1500 40 1 64 160 80 1.5 144 2 240 5 56.9 27.84 102.4 2851 11362

CACC-1600 45 1 45 145 95 1.5 135 2 235 5 51.6 36.98 65.3 2413 13703

CACC-1725 63.5 1 38.1 97.8 90 1.5 165.1 2 224.8 4 46.8 49.15 37.3 1831 16507

CACC-1750 61 1 45 140 70 1 167 2 262 4 55.6 36.72 63 2314 14670

CACC-1800 33 1 75 240 60 1 141 2 306 5 72.5 17.42 180 3136 9070

CACC-2000 60 1 60 150 35 0.5 180 2 270 4 60.3 18.06 90 1625 7822

CACC-2950 28 1 78 128 120 1.5 134 2 184 3 49.7 29.23 99.8 2919 10419

CACC-3604 40 1 64 200 80 1 144 2 280 4 64.9 27.84 128 3564 12961

CACC-10000 75 1 50 150 144 1.5 200 3 300 5 62.9 92.88 75 6966 41923

CACC-18855 80 1 100 193 142 1.5 260 3 353 5 82.6 97.8 193 18855 59008

CACC-25000 80 1 60 180 80 1.5 220 3 340 5 72.6 55.04 108 5944 28694

CACC-30000 75 1 72 385 75 1 222 3 535 5 114.4 48.38 277.2 13410 39748
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Typical electromagnetic performance curve

Relative change of µ 

 vs temperature

Permeability Curve with Frequency of 

Amorphous CACC Cores

The DC-Bias Curve of Amorphous  

CACC Cores

The B-H Curve and µ-H Curve of Amorphous 

CACC Cores

Amorphous relative change of Bs  

VS Temperature

Iron-based Amorphous CACC Series 

Core Loss Curve

Magnetic flux density - B (T)Temperature (°C)

Temperature (°C)

Frequency (Hz)

H (A/m) H (A/m)


